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In this paper,
 we discuss
 two topics covered under the subject area of mechanical 
engineering: mechanical advantage and combustion.

Mechanical advantage (MA) is created by a given machine that enables the performance of work by using less force. 
It is defined as follows: 

MA = 
Output force/Input 
force

MA is divided into two categories: 
ideal mechanical advantage (IMA) and actual mechanical advantage (AMA). The former is also 
called theoretical mechanical advantage and is 
the MA of an ideal machine. The latter 
is the MA of a real machine. This type of MA considers the factors pertaining to the real world such as energy lost in friction.
 

Some examples of machines that exhibit MA are as follows: 
beams, screwdrivers, doorknobs, pulleys,
 and screws.

We here describe the functioning of a pulley.

Consider 
a simple compound pulley 
system that comprises 
a movable pulley and a 
fixed pulley lifting a weight designated 
as ‘A’. The tension in each line connecting these two pulleys is calculated as A/3. This yields an MA of 3. 

In the case of a movable pulley and a fixed pulley lifting A with an 
additional pulley channeling the lifting force downward
, the tension in each line is still A/3 and the value of MA is also 3.
 

Adding 
a fixed pulley to the 
single pulley system increases 
MA. 
The next topic of this discussion is combustion. It is a sequence of exothermic reactions wherein a fuel and an oxidant react. 
This produces not only heat but also chemical species that have undergone 
modification or conversion during the 
sequence of reactions. There are two types of combustion: complete and incomplete. The former type of combustion takes place in the presence of sufficient oxygen; however, only a limited number of products are produced from the reactant that is undergoing combustion
. On the other hand,
 in the latter type, there is insufficient oxygen available for the reactant
. The products
 of such a type of combustion are usually harmful to health
.  
※実際の校正では、サンプルに見られるようなコメントは付加されません。詳細な説明が必要な場合は、� HYPERLINK "http://www.enago.jp/117.htm" \l "タグとリマーク" ��タグまたはリマーク�が使用されます。











�句読法:文頭の前置詞句にはコンマが必要です。


�文法:よりアカデミックな表現に動詞句を差し替えました。


�スペルミス:スペルミスを修正しました。


�文構造:この一文は一般的な定義なので、正しい文法表現になるように再構成しました。


�語法の校正: 客観的な定義表現となるように校正しました。


�スタイル:数学の演算子の前後にはスペースが必要です。ここでもスペースを加えました。


�一貫性: 一貫性を保つために、この語の頭文字を大文字表記にしました。


�句読法:ここではコロンをつけるのが好ましいです。


�語法の校正: alsoがないと文章の流れが不自然になります。


�文法:抜けていた動詞を補いました。


�文法:正しい表現に直しました。


�文意の明快さ:文意を明瞭にするために校正しました。より適切な語の差し替え (takes	considers) 、正しい文法表現(like	such as) に直しました。反復表現 (process)を削除しました。


�語法の校正: 文章の読みやすさと流れを考慮して、抜けていた一文を加えました。


�英語のスタイル:アメリカ英語ではシリアルコンマが用いられます。


�語法の校正:適切な語の差し替え、転句の挿入でより読みやすい文にしました。


�語法の校正:フォーマルな表現に差し替えました。


�句読法:専門用語はハイフンでつながれません。


�文構造:文法を正しました (comprised of	comprise) 。また文意の明快さと流れを考慮して、thatを加えました。


�語法の校正:スペルミスを修正しました。また文意を明快にするためにpulleyという語を加えました。


�文法:正確で簡潔な表現を用いました。


�語法の校正:不自然な表現を、読みやすくフォーマルな表現にしました。


�文法: 単数形可算名詞のpulleyには不定冠詞が必要です。


�語法の校正:反復表現を削除しました。


�文意の明快さ:文の明快さと読みやすさを考慮して再構成しました。


�文法:より適切な語に差し替えました。


�文法:名詞フレーズsingle pulley systemは既に述べられている表現なので、ここでは定冠詞が必要となります。


�文法:不適切な時制を直しました。


�文構造: 文章をよりフォーマルにアカデミックに適した表現にしました。


�文法:正しい動詞の形に直しました。


�文法:適切な前置詞に差し替えました。


�文意の明快さ:文意を明瞭にするために校正しました。


�語法の校正:前後の文章の流れをスムースにするために、転句を補いました。


�スペルミス:スペルミスを修正しました。


�一貫性:専門用語の表現を統一しました。


�語法の校正:アカデミックな文章に合うように、フォーマルな表現に差し替えました。
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